
PRODUCT FEATURES

�¶  Isolated Module Package �¶  Current Stabilized Power Supply

�¶  Isolation Voltage 3000 V �¶  Switching Power Supply

�¶  Three Phase Bridge and a Thyristor �¶  Inverter For AC or DC Motor Control

Unit

MMK150T160UX
1600V 150A Three Phase Bridge and a Thyristor Module

        March   2018  Version  02  RoHS Compliant

APPLICATIONS

Thyristor -ABSOLUTE MAXIMUM RATING (T C =25°C unless otherwise specified)

Symbol Parameter/Test Conditions Values

1

KA2S

��

Unit

KA2S

��

VRRM Repetitive Peak Reverse Voltage 1600

VVDRM Repetitive Peak Off-State Voltage 1600

VRSM Non-Repetitive Peak Reverse Voltage 1700

IT(AV) Average On State Current
Single p8-, half wav-, 180°c Coucditi,
0 =85or��

VI

TRMSAV)

I

Val,
0Tj
6.19.260 6.12 30.ING -157rCOBSOLUTE Mh8f
5872 0 0 6.7 =4180°c Coucditi,12.74r
39.681.24 4.12 30.ING -157rCOBSOLUTAV)
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Figure 11. SCR Gate Characteristics


